AERATORS by 

The Power House, Inc.

Installation and Operating Instructions

INTRODUCTION

Water is naturally able to hold great quantities of dissolved oxygen and nutrients. However, temperature, sunlight, run-off, and stocking densities can have a detrimental effect on the water’s self-replenishment abilities.

In many cases, artificial aeration and flow generation can not only replenish the levels of dissolved molecules in water, but can also raise these levels higher than what is naturally available.

Low dissolved oxygen levels and poor water quality can mean lower yields, reduced growth rate, and increased susceptibility to fish and plant stress and disease.

POWER HOUSE Aerators are energy efficient and produce some of the highest oxygen transfer rates per horsepower/hour available. Also these units help to maintain cleaner water, provide gentle circulation, and prevent thermal stratification. Additional benefits include the ability to use the units a s flow generators and to prevent winter fish kills. These units are also used to keep wildlife and livestock ponds open during freezing weather.

POWER HOUSE Aerators are unique in design and superior in construction and performance. They are suitable for continuous operation in both salt and fresh water.

Our units are shipped complete with mooring/positioning lines and power cords. They can be taken straight from the shipping box and, after insertion into the float, be attached in place and plugged in.

INSTALLATION

Inspect your Aerator for damage immediately upon delivery. Report any damage to your dealer.

Install the unit in the float by following these simple instructions:

1) Turn the Aerator upside down with the prop end down on a flat surface.

2) Pass power cord through the float from the Power House name side.

3) Slide float, Power House name side down, over the shroud. Twist to align slots in the throat of the float with the power cord and mounting bolts.

4) Make sure cord is free and does not loop above the level of the prop hub.

If you are installing optional large screen  - connect the screen to the bottom lip of the float using the sixteen- (16) small white clamps. The sides of the screen will need to be connected by using pliers to close the metal rings.

5) Turn unit to an upright position with the propeller facing up.

6) Fasten one mooring line to a secure place such as a fence post or large cinder block.

7) Drop unit into water and secure the other rope directly across from the first. Adjust your fastening points to position the unit where desired.

8) Make certain that there is adequate water depth (at lowest water level) so that the unit floats freely. Keep unit away from heavy grass or debris.

9) Make sure all hands, feet, cords, lines, etc. are clear of the unit before connecting to power supply.

10) Plug the electrical cord into a receptacle that matches the unit operating voltage or connect to an appropriate power source. GFI required for each unit.  (It is recommended that an electrician verify your power supply.) 

11) Unit will start immediately and can twist slightly upon starting. Make certain that all lines are clear and secure. Water should be forced well above the top lip of the white shroud and should look thick.

CAUTION: Do not place Aerator on the bottom. Do not allow it to run out of the water. Unit must always be submerged. Keep hands clear.

OPERATION 

Your POWER HOUSE Aerator is designed for continuous operation. It can be cycled by the use of a timer, photocell or dissolved oxygen meter. Contact your local electrician for assistance. 

When the unit is used for flow generation in a circular tank or pond the water will gradually circulate and will continue for some time after the unit is turned off.

Small fish can be sucked through the unit under certain operating conditions. Make sure that you have reviewed your stock and any possible damage before you start the unit.

This unit should be operating any time your fish are under stress such as extreme heat or high densities.

POWER HOUSE Aerators can be used in fully submerged applications and are approved for installations up to six (6) feet deep. Consult the factory for application and use at greater depths.
MAINTENANCE

The Aerator motor is filled and sealed with a special non-toxic dielectric fluid and does not need lubrication.

When storing your unit, clean it thoroughly and place it prop side down in a flat, cool place. Storing prop side down will keep the seals lubricated.

Heavy weed or plant locations may need to have the screen and prop cleaned occasionally. Before removing or cleaning the unit, unplug or disconnect the unit from the power source. Scrub with a stiff, nylon bristle brush. The unit will not be damaged by cleaners; however, these products could leave a residue that may damage plants and animals when the unit is put back in service. If cleaners are used, flush and rinse thoroughly with fresh, clean water.

Occasionally inspect the prop, internal brackets and shaft for accumulation of weeds, vines or string. These objects can damage the seals, prop and shaft. Keep the shaft and prop clear of debris. Inspect the brackets and prop for chips and cracks. Broken or damaged brackets or prop can be replaced easily in the field with factory parts. (Your local dealer should have a stock of, or be able to obtain any parts that can be repaired by you. There are very few.)

Inspect the power cord for breaks, nicks and abrasion. Under normal conditions, the cord will be usable for many years. However, physical abuse and rodent, animal or equipment damage can result in safety hazards such as electrical shock. If the outer jacket is cut deeply enough that the inner conductors can be seen the cord should be replaced.  If the copper wire is showing, immediately remove the unit from service and replace the cord. Severe shock could result.

For CE labeled units: If the power supply cord is damaged, it must be replaced by the manufacturer or it’s service agent or similarly qualified person to avoid a hazard.

Units operated in brackish or salt water must have a zinc attached to the shaft. The zinc must be inspected periodically for deterioration. Operation without the zinc could result in metal deterioration and contamination and may void the warranty.

DO NOT open the sealed motor unit for any reason. It can only be opened and assembled under special conditions at the factory.  Do not attempt to repair the motor. Any tampering or attempted repairs may void the warranty and could result in equipment failure or bodily injury.

For optimum operation, it is suggested that each unit be returned to the factory for regularly scheduled maintenance every three years, less for commercial duty usage.

TROUBLE SHOOTING TIPS

1) If unit does not start when plugged in or turned on

i) Check power source to make sure that voltage is available.

ii) Make certain that the power cord connections are fully made. Check tightness at both the source end and at the unit.

iii) See if circuit breaker is tripped or fuse blown. Check ground-fault interrupter. If any of these are tripped or blown have an electrician check your installation.

iv) Unplug unit and make certain that prop turns freely. Turn prop through several full revolutions. Try to start unit again.

2) If unit starts slowly or does not have full flow

i) Check power source for voltage drop or undersized service. If several pieces of equipment are operating on the same circuit they may need to be started individually.

ii) Unplug unit and make certain that prop turns freely. Turn prop through several full revolutions. Try to start unit again.

iii) Unplug unit and make sure there is no debris around prop or shaft.

iv) Check screen to make sure it is clean. Algae or grass accumulation must be removed.

3) If unit starts and stops then starts and stops

i) Check power source for voltage drop or undersized service. Unit may be overheating due to low voltage.

ii) Unplug unit and make sure there is no debris around prop or shaft. Unit may be overheating due to overload.

ELECTRICAL CONNECTIONS

The electrical diagram below is typical for POWER HOUSE Aerators. Special units may have different wiring requirements. CE labeled units must be wired as shown on the label on the unit. If there are any questions about how to wire your unit, call the factory number at 1-800-243-4741. Units without a plug may need an electrician to make the connection. Do not attempt to rewire the sealed motor unit or cord connector.

See Connection Diagram on Aerator for CE labeled units. Color coding and connections will differ.
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